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FluidWorker Magnetic Filter 

SAFETY

INSTALLING THE MAGNETIC FILTER
1	 Clean the area with pure ethanol and place 	
	 the warning decal next to the priming tank 	
	 lid, according to the picture to the right.

2.	 Turn the FluidWorker off and switch off the 	
	 main switch.

3.	 Open the lid to the priming tank. Remove 	
	 the inlet screen and store in a safe place. 	
	 Insert the magnetic filter into the priming 	
	 tank.

4.	 Fill up the priming tank with water or 
	 process fluid. Close the lid. Turn the Fluid	
	 Worker on. 

Risk of personal injury
Strong magnetic field, may cause interference with active implanted medical 
devices, e.g. pacemakers and defibrillators, or medical devices worn on the body, 
e.g. infusion pumps. 

PEOPLE WITH PACEMAKER OR OTHER ACTIVE MEDICAL DEVICES MUST NOT 
INSTALL OR SERVICE A MACHINE EQUIPED WITH A MAGNETIC FILTER.

Magnet

Strainer

Magnet type:	 Neodymium

Magnetic flux density:	 10 000 Gauss

Magnetic bar length (active): 	 450 mm

Magnetic bar diameter:	 22 mm

Strainer capacity:	 	 0,5 L

Total length: 	 	 101 cm



CLEANING OF THE MAGNETIC FILTER
1	 Turn the FluidWorker off and swith off the main switch.

2.	 Open the lid to the priming tank. Lift out the magnetic filter and place 	
	 it over a bucket or similar. Clean the magnet with a cloth or similar. Empty 	
	 the strainer basket. Insert the magnetic filter into the priming tank.

3.	 Fill up the priming tank with water or process fluid. Close the lid. Turn the 	
	 FluidWorker on. 

Note: 	 The filter cleaning interval varies greatly depending on the particle load. 	
	 If a magnetic filter has not been used before, the interval can be very 	
	 short (<24h), due to accumulated particles. 

	Normal cleaning interval is 1-4Weeks. Picture of a full vs. an empty filter 
to the right.
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Risk of personal injury
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